BOATS AND BOAT BUILDING

MODEL BOATS  ON A LONDON  POND

Sailing model yachts is a splendid hobby.   Safe as well as interesting, the handling of one of

these small craft calls for a good deal of skill.   In gaining the knowledge necessary to get the

best out of a boat, its skipper will soon acquire a sound working knowledge of the principles

governing wind and sail.

BUILDING model boats is one of
the most fascinating hobbies that
any boy can take up.   No great
skill is required beyond the ability to
handle tools moderately well; whereas
the pleasure and sport derived from
the completed models will well repay
all the care and trouble expended.

A Model Sailing Boat.

Here is an easily-made boat which
will sail well if care is taken in build-
ing it (see Fig. i).

The hull is made from a piece of wood
9 inches long, 2j inches wide, and i inch
thick. Mark a centre line along the
top and bottom of the wood and then
carefully outline the shape of the hull
as shown at B (Fig. 2), With a tenon
saw, roughly cut away the parts C, C,
and also the corners at the back. Now
proceed to carve the hull to shape with
a chisel. You will see, by looking at
diagrams A and D, what the front and

side of the hull should look like when
finished. Give the hull a good rubbing
all over with glasspapcr. To represent
planking, the parallel lines along the
deck can be scored on with a bradawl,
using a ruler as a guide.

For the keel, take a piece of f-inch
wood 5j inches long, and 2 inches wide
and saw it to the size given at E. Taper
the front part at F so that it forms a
narrow edge. On each side of the
bottom of the keel, nail a strip of
sheet lead about \ inch wide and file
this to a round shape. To fix the keel
in place, cut a slot -| inch wide along the
centre of the bottom of the hull, and
after gluing the keel in place, drive in a
couple of long fine nails as shown in
diagram E>.

The Masts, Spars and Sails,

Wooden knitting needles, about
fo inch diameter, can be used for the
mast and spars, the lengths of which
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